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MC68A45 MC68A45+1

(1.5 MHz) (1.5 MHz)
MC68B45 MC68B451
(2.0 MHz) (2.0 MHz)

CRT CONTROLLER (CRTC)
The MC6845 CRT Controller performs the interface between an MPU
and a raster-scan CRT display. 1t is intended for use in MPU-based con-
trollers for CRT terminals in stand-alone or cluster configurations.
The CRTC is optimized for the hardware/software balance required
for maximum flexibility. All keyboard functions, reads, writes, cursor
movements, and editing are under processor control. The CRTC pro-
vides video timing and refresh memory addressing.
® Useful in Monochrome or Color CRT Applications
@ Applications Include “Glass-Teletype,” Smart, Programmable, intei-
ligent CRT Terminals; Video Games; Information Displays

® Alphanumeric, Semi-Graphic, and Fuli-Graphic Capability

® Fully Programmable Via Processor Data Bus. Timing May Be Gen-
erated for Almost Any Alphanumeric Screen Format, e.g., 80x 24,
72x64, 132 x 20

® Single + 5V Supply

® M6800 Compatible Bus Interface

® TTL-Compatible inputs and Outputs

@ Start Address Register Provides Hardware Scroll (by Page, Line, or
Character}

® Programmable Cursor Register Allows Control of Cursor Format
and Biink Rate

@ Light Pen Register

@ Refresh (Screen) Memory May be Multiplexed Between the CRTC
and the MPU Thus Removing the Requirements for Line Buffers or
External DMA Devices

® Programmable Interlace or Non-Interlace Scan Modes

® 14-Bit Refresh Address Allows Up to 16K of Refresh Memory for
Use in Character or Semi-Graphic Displays

@ 5-Bit Row Address Allows Up to 32 Scan-Line Character Blocks

® By Utilizing Both the Refresh Addresses and the Row Addresses,
a 512K Address Space is Available for Use in Graphics Systems

® Refresh Addresses are Provided During Retrace, Allowing the CRTC
to Provide Row Addresses to Refresh Dynamic RAMs

® Programmable Skew for Cursor and Display Enabie (DE)

® Pin Compatible with the MC6835

MAXIMUM RATINGS

Rating Symbot Vaiue Unit
Supply Voltage vVee! -03tw0 +70} V
Input Voltage Vin® -0310 +70( V
Operating Temperature Range TLtoTH
MC6845, MCBBA45, MCB8845 Ta Oto 70 oC
MC6845C, MCBBA45C, MC68B45C ~40to +85
Storage Temperature Range Tstg -8510 +150| °C
THERMAL CHARACTERISTICS
Characteristic Symbol Value Rating
Thermal Resistance
Plastic Package
Cerdi: Package 8a 16%) cIw
Ceramic Package 50

*This device containg circuitry 1o protect the inputs against damage due to high
static voliages or electric fieids; however, it is advised that normal precautions
be taken to avoid application of any voltage higher than maximum rated voltages
10 this high-impedance circuit. For proper operation it is recommended that Vip
and Vgt be constrained to the range VSS S (Vin of Vourl s VCC.
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FIGURE 1 — PIN ASSIGNMENTS
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FIGURE 2 — TYPICAL CRT CONTROLLER APPLICATION
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RECOMMENDED OPERATING CONDITIONS
Cheracteristics Symbol | Min | Typ| Max [ Unit
Supply Voltage vee 475 | 501 525 | v
Input Low Voltage ViL -03| - 08 ] v
tnput High Voltage ViH 20 -Jvee| v

POWER CONSIDERATIONS
The average chip-junction temperature, TJ. in °C can be obtained from:
Ti=Ta+ (Ppedja)
Where:

(m
T A= Ambient Temperature, °C

6 A= Package Thermal Resistance, Junction-to-Ambient, °C/W
Po=mPINT +PPORT

PINT®ICCX Voe, Watts ~ Chip Internal Power
PBGRT = Port Power Dissipation, Watts — User Determined
For most applications PPORT<P|NT and can be neglected. PPORT may become significant if the device is configured to
drive Dariington bases or sink LED loads.

An approximate relationship between Pp and T, (if PpoRT is neglected) is:

PD=K=+{Tj+273°C) 2
Soiving equations 1 and 2 for K gives:

K=Ppe(TA +273°C)+ 6 p0Pp2
Where K is a constant pertaining to the

for aknown Ta. Using this value of K th

3
particular part. K can be determined from equation 3 by measuring Pp (at
value of TA.

equilibrium)
e values of Pp and T can be obtained by solving equations (1) and (2) iteratively for any
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DC ELECTRICAL CHARACTERISTICS (Ve =5.0 Vdc +10%, Vss=0, TA =0 to 70°C unless otheriwse noted, see Figures 3-5)

Characteristic Symbal [ Min | Typ | Max | Unit
Input High Voltage vim 20| - jvect v
Input Low Voltage ViL -03] - 108 |V
input Leakage Current lin - 01125 | A
Three-State (V¢ =5.25 V) (Vin=0.41024 V) Itsi | -10| - 10 | kA
Output High Voltage
(I pad = ~ 205 kAl DO-07 | VOH 24 |30} — v
{t gad = ~ 100 Al Other Qutputs 24 30| -
Output Low Voltage (i gad=1.6 mA) VoL - j063jo4 |V
Internal Power Dissipation {Measured at Tp =0°C} PINT -~ t600] 750 |mwW
Input Capacitance D0-D7 C: - ~ [R5 ¢
AlOthers | “n | — 1 - | w0 |°
Output Capacitance All Quiputs | Cout - - 10 | pfF
BUS TIMING CHARACTERISTICS (See Notes 1 and 2) (Reference Figures 3 and 4}
demt MCSB4S | MCBBA4S | MCB8B4S
Numb.ur Characteristic Symbol {MCBB46# 1 Mcpamﬂ MC'SB_“;_g_t_ Unit
Min | Max| Min | Max | Min | Max
1 Cycle Time teyc 10] 10 {087 0 05 | 10 § s
2 Pulse Width, £ Low PWEL |43 | 9500| 280 | 9500 | 210 9500 | ns
3 Puise Width, E High PWgy | 450 | 9500 280 | 9500 | 220 19500 { ns
4 Clock Rise and Fall Time tr. 1§ - 25 - 2% - 20 ns
9 Address Hold Time (RS) tAH 10 - 1| - 10 - ns
13 RS Setup Time Before E tAS 80 - 60 — 40 - ns
14 R/W and C5 Setup Time Before E 1cs | - 60} -14] - |ns
15 R/W and TS Hold Time ey (10 ~Lwof-11w0}f - tns
18 Read Data Hold Time tDHR 2| 0 20 50| 20 1 50* | ns
21 Write Data Hold Time tDHW 10 - 10 — 10 — ns
0 Peripheral Output Data Delay Time tDDR — 20| ~ | 18O} 0 {180 |ns
N Peripheral Input Data Setup Time tpsw | 166 | - 80 — 60 - ns
“The data bus output butfers are no longer sourcing or sinking current by tDHR Mex (high impedance).
FIGURE 3 — MCE845 BUS TIMING
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1, Voltage levels shown are V| 0.4V, V4224 V, unless
2. Measurement points shown are 0.8 V and 2.0 V, unless

otherwise specified.
otherwise specified.
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FIGURE 4 — BUS TIMING TEST LOAD
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FIGURE 5 — CRTC TIMING CHART
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NOTE: Tuming measurements are referenced to and from 3 low voitage of 0.8 volts and a high voltage of 2.0 volts unless otherwise noted.
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FIGURE 6 — CRTC-CLK, MAD-MA13, AND LPSTB TIMING
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When the CRTC detects the rising edge of LPSTB in
this period, the CRTC sets the Refresh Memory Ad-
dress ‘M + 2 into the LIGHT PEN REGISTER.

1 PD1. tLpD2: Period of uncertainty for the Refresh
Memory Address.

NOTE: Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted.

CRTC TIMING CHARACTERISTICS (Reference Figures 5 and 6}

Characteristic Symbol { Min | Max | Unit

Minimum Ciock Pulse Width, Low PwcL {160 ] - ns
Minimum Clock Pulse Width, High PwecH | 200 - ns

Clock Frequency fe - 2.5 (MHz
Rise and Fall Time for Ciock Input ter tef | — 20 |ns
Memory Address Delay Time tMAD - 160 | ns
Raster Address Delay Time tRAD - 160 | ns
Display Timing Delay Time IDTD — | 300 | ns
Horizontal Sync Deiay Time tHSD - {300 | ns
Vertical Sync Delay Time ) tvsp — | 300 {ns
Cursor Display Timing Delay Time tcpD - | 300 | ns
Light Pen Strobe Minimum Pulse Width ’ PWipH (100 | — ns
Light Pen Strobe Disable Time t(WPD1 - 120 | ns
Wep2 | — 0 ns

NOTE: The light pen strobe must fall to low level before VS pulse rises.
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CRTC INTERFACE SYSTEM DESCRIPTION

The CRT controller generates the signals necessary to in-
terface a digital system to a raster scan CRT display. in this
type of dispiay, an eiectron beam starts in the upper left
hand cornet, moves quickly across the screen and returns.
This action is called a horizontal scan. After each horizontal
scan the beam is incrementally moved down in the vertical
direction until it has reached the bottom. At this point one
frame has been displayed, as the beam has made many
horizontal scans and one vertical scan.

Two types of raster scanning are used in CRTs, interlace
and non-interiace, shown in Figures 7 and 8. Non-interlace
scanning consists of one field per frame. The scan lines in
Figure 7 are shown as solid lines and the retrace patterns are
indicated by the dotted lines. Increasing the number of
frames per second will decrease the flicker. Ordinarily, either
a 50 or 60 frame per second refresh rate is used to minimize
beating between the CRT and the power line frequency. This
prevents the displayed data from weaving.

Interlace scanning is used in broadcast TV and on data
monitors where high density or high resolution data must be
displayed. Two fields, or vertical scans are made down the
screen for each single picture or frame. The first field (even
field) starts in the upper left hand corner; the second (odd
field) in the upper center. Both fields overlap as shown in
Figure 8, thus interlacing the two fields into a single frame.

In order to display the characters on the CRT screen the
frames must be continually repeated. The data to be
displayed is stored in the refresh (screen) memory by the
MPU controlling the data processing system. The data is
usually wrtten in ASCil code, so it cannot be directly
displayed as characters. A character generator ROM is
typically used to convert the ASCil codes into the “dot” pat-
tern for every character.

The most common method of generating characters is to
create 8 matrix of dots “'x”’ dots {columns) wide and "'y"’ dots
{rows) hugh. Each character is created by selectively filling in
the dots. As “X* and “'y" get larger a more detailed character
may be created. Two common dot matrices are 5x7 and
7 x 9. Many variations of these standards will allow Chinese,
Japanese, pr Arabic letters instead of English. Since
characters require some space between them, 3 character
block larger than the character is typically used, as shown in
Figure 9. The figure also shows the corresponding timing
and levels for a video signal that would generate the
characters. :

Referring to Figure 2, the CRT controller generates the
refresh addresses IMAG-MA13), row addresses (RAC-RA4),

and the video timing (vertical sync — V8, horizontal sync —
HS, and display enable — DE). Other functions include an
internal cursor register which generates a cursor output
when its contents compare to the current refresh address. A
light pen strobe input signat allows capture of the refresh ad-
dress in an internal light pen reqister.

All timing in the CRTC is derived from the CLK input. In
alphanumeric terminais, this signal is the character rate. The
video rate or “dot” clock is externally divided by high-speed
logic {TTL) to generate the CLK input. In alphanumeric tei-
minals, this signal is the character rate. The video rate or
“dot”* clock is externally divided by high-speed logic (TTL) to
generate the CLK signal. The high-speed logic must also
generate the timing and control signals necessary for the
shift register, latch, and MUX control.

The processor communicates with the CRTC through an
8-bit data bus by reading or writing into the 19 registers.

The refresh memory address is multipiexed between the
processor and the CRTC. Data appears on a secondary Lus
separate from the processor’s bus. The secondary data bus
concept in no way precludes using the refresh RAM for other
purposes. It looks like any other RAM to the processor. A
number of approaches are possible for soiving conientions
for the refresh memory:

1. Processor always gets priority. (Generally, “hash" oc-

curs as MPU and CRTC clocks are not synchronized.}

2. Processor gets priority access anytime, but can be
synchronized by an interrupt to perform accesses oniy
during horizontal and vertical retrace times.

3. Synchronize the processor with memory wait cycles
(states).

4. Synchronize the processor to the character rate as
shown in Figure 10. The M8800 processor family
works very well in this configuration as constant cycle
lengths are present. This method provides no
overhead for the processor as there is never a conten-
tion for a memory access. All accesses are
transparent.

The present version of the CRTC is being upgraded to im-
prove tunctionality. This data sheet contains the information
describing both the MC6845 (present CRTC) and the
MC6845% 1 {upgraded CRTC). Complete compatibility be-
tween both versions is maintained by programming all
register bits, which are undefined/unused, in the MCB845
with zero's.

FIGURE 7 — RASTER SCAN SYSTEM (NON-INTERLACE)
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FIGURE 8 — RASTER SCAN SYSTEM (INTERLACE)
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FIGURE 9 — CHARACTER DISPLAY ON THE SCREEN AND VIDEO SIGNAL
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FIGURE 10 — TRANSPARENT REFRESH MEMORY
CONFIGURATION TIMING USING M6B00 FAMILY MPU
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Where: m, n are integers; 1 is character period
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TABLE 1 — CRTC OPERATING MODE

RESET LPSTB | Operating Mode
+] [} Reset
[} 1 Test Mode
1 0 Normal Mode
1 1 Normal Mode

The test mode configures the memory ad-
dresses as two independent 7-bit counters to
minimize test time.

PIN DESCRIPTION

PROCESSOR INTERFACE

The CRTC interfaces 10 a processor bus on the bidirec-
tiona! data bus {DO-D7) using CS, RS, E, and R/W for con-
trol signals.

Data Bus {D0-D7) — The bidirectional data lines {D0-D7)
allow data transfers between the intesnal CRTC register file
and the processor. Data bus output drivers are high-
impedance state untii the processor performs a CRTC read
operation.

Enable (E} — The Enable signal is a high-impedance
TTL/MOS compatible input which enables the data bus in-
put/output buffers and clocks data to and from the CRTC.
This signal is usually derived from the processor clock. The
high-to-low transition is the active edge.

Chip Selsct (CS) — The CS line is a high-impedance
TTL/MOS compatible input which selects the CRTC, when
low, 10 read or write to the internal register file. This signal
should only be active when there is a valid siable address be-
ing decoded from the processor.

Register Select (RS} — The RS line is a high-impedance
TTL/MOS compatible input which selects either the address
register (RS="0") or one of the data register (RS ="1"}) or
the internal register file.

Read/Write (R/W) — The R/W line is a high-impedance
TTL/MOS compatibie input which determines whether the
internal register file gets written or read. A write is defined as
a low level.

CRT CONTROL

The CRTC provides horizontal sync (HS), vertical sync
(VS), and display enable (DE) signals.

NOTE

Care should be exercised when interfacing to CRT
monilors, as many monitors claiming to be “ TTL com-
patible”” have transistor input circuits which require
the CRTC or TTL devices butfering signals from the
CRTC/video circuits to exceed the maximum-rated
drnive currenis.

Vertical Sync {VS) and Horizontal Sync (HS) — These
TTL-compatible outputs are active high signals which drive
the monitor directly or are fed to the video processing cir-
cuitry to generate a composite video signal. The VS signal
determines the vertical position of the displayed text while
the HS signal determings the horizontal position of the
displayed text.

Display Enable (DE} — This TTL-compatibie cutput is an
active high signal which indicates the CRTC is ptoviding ad-
dressing in the active display area.

REFRESH MEMORY/CHARACTER GENERATOR
ADDRESSING

The CRTC provides memory addresses (MAO-MA13} (o
scan the refresh RAM. Row addresses {RAO-RA4) are also
provided for use with character generatcr ROMs. In a
graphics system, both the memory aadresses and the row
addresses would be used to scan the refresh RAM. Both the
memory addresses and the row adgresses continue 1o run
during vertical retrace thus allowing the CRTC to provide the
refresh addresses required to refresh dynamic RAMs.

Refresh Memory Addresses (MAD-MA13) — These 14 out-
puts are used 1o refresh the CRT screen with pages of data
located within a 16K block of refresh memory. These outputs
are capable of driving one standard T7L ioad and 30 pf.

Row Addresses (RAO-RA4) — These five outputs from the
internal row address counter arc used 10 address the
character generator ROM. These ou:tputs are capable of driv-
ing one standard TTL load and 30 pF.

OTHER PINS

Cursor — This TTL-compatible output indicates a valid
cursor address to external video processing logic. It is an ac-
tive high signal.

Clock {CLK) — The CLK is a TTL/MOS-compatible input
used to synchronize all CRT functions except for the pro-
cessor interface. An external dot counter is used to derive
this signal which is usually the character rate in an

mlAbkmns i msia AAT
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Light Pen Strobe (LPSTB) — A low-to-high transition on
this high-impedance TTL/MOS-compatible input latches the
current Refresh Address in the light pen register. The latch-
ing of the refresh address is internally synchronized to the
character clock {CLK).

Vee, Vss — These inputs supply +5 Vde £5% to the
RTC.

RESET — The RESET input is used to reset the CRTC. A
low level on the RESET input forces the CRTC into the
following state:

{a) All counters in the CRTC are cleared and the device

stops the display operation.

{b) Ali the outputs are driven low,

(c} The control registers of the CRTC are not affected and
remain unchanged.

Functionality of RESET differs from that of other M6800
parts in the foliowing functions:

{a} The RESET input and the LPSTB input are encoded as
shown in Tabie 1.
After RESET has gone low and (LPSTB="0"), MAO-
MA13 and RAQ-RA4 will be driven low on the falling
edge of CLK. RESET must remain low for at least one
cycle of the character clock {CLK).
The CRTC resumes the display operation immediately
after the release of RESET. DE is not active until after
the first VS pulse occurs.

b

ic

CRTC DESCRIPTION
(Figure 11 CRTC Biock Diagram)

The CRTC consists of programmable horizontal and ver-
tical timing generators, programmable linear address
register, programmable cursor logic, light pen capture
register, and contro! circuitry for interface 10 a processor
bus.

All CRTC timing is derived from CLK, usually the output of
an external dot rate counter. Coincidence (CO) circuits con-
tinuously compare counter contents to the contents of the
programmable register file, R0-R17. For hotizontal timing
generation, comparisons result in: 1} horizontal sync pulse
{HS) of a frequency, position, and width determined by the
registers; 2} horizontal display signal of a frequency, position,
and duration determined by the registers.

The horizontal counter produces H clock which drives the
scan line counter and vertical control. The contents of the
Raster Counter are continuously compared tc the maximum
scan line address register. A coincidence resets the raster
counter and clocks the vertical counter.

Compansons of vertical counter contents and vertical
registers result in: 1} vertical sync pulse (VS) of a frequency,
width and position determined by the registers; 2} vertical
display of a frequency and’ position determined by the
registers.

The vertical control logic has other functions.

1. Generate row selects, RAG-RA4, from the raster count
for the corresponding interlace or non-interlace
modes.

2. Extend the number of scan lines in the vertical total by
the amount programmed. in the vertical total adjust
register.

The linear address generator is driven by CLK and locates
the relative positions of characters in memory with their posi-
tions on the screen. Fourteen lines, MAO-MA13, are
available for addressing up to four pages of 4K characters, 8
pages of 2K characters, etc. Using the start address register,
hardware scrolling through 16K characters is possible. The
linear address generator repeates the same sequence of ad-
dresses for each scan line of a character row.

The cursor logic determines the cursor location, size, and
blink rate on the screen. All are programmabie.

The light pen strobe going high causes the current con-
tents of the address counter 10 be latched in the light pen

register. The contents of the light pen register are subse-
quently read by the processor.

internal CRTC registers are programmed by the processor
through the data bus, DO-D7, and the control signals —
R/W, CS, RS, and E.

REGISTER FILE DESCRIPTIONS

The nineteen registers of the CRTC may be accessed
through the data bus. Only two memory iocations are re-
quired as one location is used as a pointer 10 address one of
the remaining eighteen registers. These eighteen registers
contro! horizontal timing, vertical timing, interlace operation,
row address operation, and define the cursor, cursor ad-
dress, start address, and light pen register. The register ad-
dresses and sizes are shown in Table 2.

ADDRESS REGISTER

The address register is 8 5-bit write-only register used as
an "indirect”’or ‘‘pointer’’ register. it contains the address of
one of the other cighteen registers. When both RS and T3
are low, the address register is selected. When €S islow and
RS is high, the register pointed to by the address register is
selected.
TIMING REGISTERS RO-R9

Figure 12 shows the visible display area of a typical CRT
monitor giving the point of reference for horizontal registers
as the ieft most displayed character position. Horizontal
registers are programmed in character clock time units with
respect to the reference as shown in Figure 13. The point of
reference for the vertical registers is the top character posi-
tion displayed. Vertical registers are programmed in
scan line timaes with respect to the reference as shown in
Figure 14.

Horizontal Tota! Register (RO} — This 8-bit write-only
register determines the horizontal sync (HS) frequency by
defining the HS period in character times. it is the total of the
displayed characters pius the non-displayed character times
{retrace) minus one.
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